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Technical Data Sheet Q“ Titan Plastics Compounds co.,Ltd

Certificate ISO9001 /44 100 201618
Certificate IATF16949/44 111 201618

Titalon 3315TF

i iz Resin : Polyamide 12 resin (PA12)
# %-#.P Product description : 30% .53 % & ~ 15%PTFE ~ 3 3% & ~ @t B 4<

B Hix  pRES 2 I8
Properties Unit Method Value
Bgé Color - - Nature
v € Specific gravity g/cm3  ISO 1183 1.30
$# # ik B Tensile strength ISO 100
. . . MPa
$ # F  Tensile Elongation 527-1,2 5
g¢d 3B R Flexural strength 145
. MPa ISO 178
g ¢ $°8c Flexural modulus 4300
ERR(F 4 ISO
g ) _(r ) - 20
Charpy impact strength(notched) 179/1eA
# %754 2 (1.8MPa) " I1SO -
Heat Deflection Temperature(1.8mpa) 75-1,2
‘B 3 Volume resistivit Qe 1x1013
"ﬂﬁf ﬁ o _y cm IEC 60093 0
% % Fe$L Surface resistivity Q 1x1014
2 1 Flammability UL 94 HB
50x70x3
ﬁ:vlftffﬁ Mold shrinkage % XX 0.2-0.5
mmt
§2 ' 1% i Drying 80-100 x 4Hrs
A 4 1 °’C AL 8 B Melt temp. 200~230
_ N B2 B B Mold temp. 60~100
Molding condition
o &1 R 4 Inject. press. 30~70
° &% d1:# B Inject. velocity 30~60
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*All property values shown in this data sheet are the representative values and not
minimum value of this material.

Web Site : http://www.titan-plastic.com.tw E-mail : titan.plastic@msa.hinet.net



