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Technical Data Sheet i Titan Plastics Compounds co.,Ltd
Issue date: DEC. 2016 Certificate TW11/10708 (@) ¥
Titan A600GF

A+ fy RESIN ¢ ABS RESIN
A %3P PRODUCT DESCRIPTION : ADD 30%GLASS FIBER
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Properties Unit method Value
pad Color - - Natural
w £ specific gravity g/cm3 | ISO 1183 1.26
% i & Tensile strength - ISO 85
a
##® F Tensile Elongation 527-1,2 1
¢ 3 & Flexural strength 123
, MPa ISO 178
4 ¢ ##8 Flexural modulus 7300
R (F ISO
Mfrﬁ)i-(ﬂ #r) K/ mz 5
Charpy impact strength(notched) 179/1eA
# %258 2 (1.8MPa) o ISO 100
Heat Deflection Temperature(1.8MPa) 75-1,2
e b Volume resistivit Qe 1x104
bl L Y o IEC 60093 X
# & = Surface resistivity Q 1x1014
a4 Flammability UL 94 HB
. 50x70x3
#ie 45 Mold shrinkage % 0.1~0.3
mmt
§z% 1512 Drying 90 x 3~4Hrs
C ##i8& Melt Temp. ~
- g elt Temp 220~260
#-2 8 & Mold Temp. 70~80
MOLDING CONDITION
o i+ 41 4 Inject. Press. 70~9(0
° it it & Inject. Velocity 70~90
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*All property values shown in this data sheet are the representative values and not minimum

value of this material.

Web Site : http://www.titan-plastic.com.tw E-mail : titan.plastic@msa.hinet.net
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